A

SEE NOTE #2

NOTES:

FINISH GRADE/TOP OF MULCH
QUICK—=COUPLING VALVE

VALVE BOX WITH BLACK COVER

HARCO QUICK COUPLER ANCHOR

BRICK (1 OF 2)

PVC SCH 80 NIPPLE
(2—INCH)

PVC SCH 40 COUPLING

1—INCH PRE-FABRICATED SWING JOINT
12—INCH LAY LENGTH
MIPT x MIPT

PVC SCH 40 TEE OR EL
PVC MAINLINE PIPE

)

1. FURNISH FITTINGS AND PIPING NOMINALLY SIZED IDENTICAL TO

NOMINAL QUICK COUPLING VALVE INLET SIZE.

2. INSTALL SWING JOINT LAY ARM BETWEEN 30" AND 45 OF LATERAL PIPE

IN ORDER TO ABSORB DOWNWARD IMPACT.

IF LATERAL PIPE IS NOT

INSTALLED AT SPECIFIED DEPTH, CONSULT ENGINEER PRIOR TO

INSTALLATION OF SWING JOINT.

5. BRAND VALVE BOX COVER PER SPECIFICATIONS.

LINE SURGE PROTECTOR

WIRE FROM LSP—1TURF TO

3" MIN./

DECODER

GROUNDING ROD (1 OF 2)

57 MAX.

WIRE FROM LSP—1TURF (1 OF 2)
FINISH GRADE

REMOTE CONTROL VALVE

CHRISTY ID TAG

WIRE FROM DECODER (1 OF 2)
WIRE CONNECTOR FROM TWO—-WIRE

WIRE CONNECTOR FROM
DECODER TO SOLENOID

VALVE (1 OF 2)

CABLE TO DECODER (1 OF 2)

PVC BALL VALVE

12—INCH STANDARD VALVE
BOX WITH BLACK LID

PVC LATERAL PIPE

FILTER FABRIC

PvVvC SCH 80 TOE NIPPLE

S—INCH MINIMUM

DEPTH OF 3/4—INCH
WASHED GRAVEL

(LENGTH AS REQUIRED)

—ﬂxpvc SCH 40 EL

PVC SCH 40 PIPE
-~ (LENGTH AS REQUIRED)

—BRICK (1 OF 4)

0

/ V| =

%—P\/C MAINLINE

OHMS OR LESS
PVC SCH 40
MALE ADAPTER

PvC SCH 80
CLOSE NIPPLE

/ .
GROUNDING ROD: 10—/79/

PVC SCH 80 TOE NIPPLE (LENGTH
AS REQUIRED, HIDDEN) AND PVC
SCH 40 EL

TEE OR EL: SEE SPECIFICATIONS
FOR MATERIALS

COMMUNICATION CABLE

NOTES:

TWO—-WIRE CABLE

1. USE VALVE BOX EXTENSION AS NECESSARY TO ACHIEVE MINIMUM DIMENSIONS ABOVE ASSEMBLY.
2. NOMINAL SIZE OF ALL COMPONENTS ARE TO BE THE SAME NOMINAL SIZE AS THE SOLENOID VALVE (SIZED AS

SHOWN).

3. INSTALL FILTER FABRIC AROUND EXTERIOR OF VALVE BOX. USE DUCT TAPE TO SECURE FABRIC TO PIPE AND
VALVE BOX.

4. TRANSITION TO PROPER LATERAL PIPE BURIAL DEPTH USING 45° ELBOW FITTINGS DOWNSTREAM OF REMOTE
CONTROL VALVE ASSEMBLY.

5. DO NOT CUT OUT ENDS OF VALVE BOX UNNECESSARILY.

6. POSITION VALVE BOX OVER VALVE TO ALLOW ACCESS TO SOLENOID AND PROPER OPERATION OF BALL VALVE.

7. COIL 3—FEET OF WIRE FOR EACH DECODER FOR SERVICE PURPOSES.

8. BRAND VALVE BOX LID PER SPECIFICATIONS.

WIRE FROM LSP—1TURF TO
GROUNDING ROD (1 OF 2)

REMOTE CONTROL VALVE
CHRISTY [.D. TAG

LINE SURGE PROTECTOR

DECODER

FINISH GRADE /TOP OF MULCH —=

WIRE CONNECTOR FROM // 7

N

/ .

DECODER TO SOLENOID VALVE
(1 OF 2)

12—INCH STANDARD VALVE
BOX WITH BLACK LID

PVC LATERAL PIPE

PVC SCH 40 ADAPITER |

FILTRATION AND PRESSURE
REGULATING DEVICE @,

OO

WIRE FROM LSP—1TURF (1 OF 2)

WIRE FROM DECODER (1 OF 2)

WIRE CONNECTOR FROM TWO—-WIRE
CABLE TO DECODER (1 OF 2)

PVC BALL VALVE

PVC SCH 80 TOE NIPPLE

PVC SCH 40 EL

ﬂ‘/—F’\/C SCH 40 PIPE (TYPICAL)

—
(LENGTH AS REQUIRED)
FILTER FABRIC

BRICK (1 OF 4)

S—INCH MINIMUM DEPTH OF

I
Ed
J

3/4—INCH WASHED GRA\/EL/Q

GROUNDING ROD: 10
OHMS OR LESS

PVC SCH 80 NIPPLE

}7P\/C MAINLINE

COMMUNICATION CABLE

NOTES:

N PVC SCH 80 TOE NIPPLE

(LENGTH AS REQUIRED, HIDDEN)
AND PVC SCH 40 EL

TEE OR EL: SEE SPECIFICATIONS
FOR MATERIALS

TWO—-WIRE CABLE

1. USE VALVE BOX EXTENSION AS NECESSARY TO ACHIEVE MINIMUM DIMENSIONS ABOVE ASSEMBLY.
2. NOMINAL SIZE OF ALL COMPONENTS ARE TO BE THE SAME NOMINAL SIZE AS THE SOLENOID VALVE (SIZED

AS SHOWN).

S. INSTALL FILTER FABRIC AROUND EXTERIOR OF VALVE BOX. USE DUCT TAPE TO SECURE FABRIC TO PIPE AND

VALVE BOX.

4. TRANSITION TO PROPER LATERAL PIPE BURIAL DEPTH USING 45" ELBOW FITTINGS DOWNSTREAM OF REMOTE

CONTROL VALVE ASSEMBLY.

5. DO NOT CUT OUT ENDS OF VALVE BOX UNNECESSARILY.
6. POSITION VALVE BOX OVER VALVE TO ALLOW ACCESS TO SOLENOID, AND PROPER OPERATION OF BALL

VALVE.

/. COIL 3—FEET OF WIRE FOR EACH DECODER FOR SERVICE PURPOSES.

8. BRAND VALVE BOX COVER PER SPECIFICATIONS.

1 QUICK COUPLING VALVE @ 2 TWO-WIRE REMOTE CONTROL VALVE S 3 TWO-WIRE DRIP REMOTE CONTROL VALVE 54
ASSEMBLY NTS. ASSEMBLY NTS. ASSEMBLY NTS.
O R FINISH GRADE
SN NN _
(Y A 10—INCH ROUND VALVE BOX 6 INCH ROUND VALVE BOX
XA K W/BLACK COVER / WITH BLACK COVER
, . ——=——FINISH GRADE/TOP OF MULCH
— 6—INCH CORRUGATED PIPE: AN SOOI,
OR EQUAL (LENGTH AS REQUIRED) — - FINISH GRADE | FINISH LK NN
OBR223 Orreszes 3—INCH MINIMUM DEPTH OF @ N GRADE/TOP I PVC SCH. 40 EL
SO %0 OGS0 3/4—INCH WASHED GRAVEL OF MULCH PVC BALL VALVE
000 CO GO 00° CO o
N~ FILTER FABRIC SOP_UP ROTOR PVC SCH. 40 TRANSITION
—-—— BRICK (CONTINUOUS AROUND BOTTOM OF VALVE BOX) / SPRINKLER NIPPLE (MIPT x MHT)
POP—UP SPRAY COMPRESSION x FEMALE HOSE
RESILIENT WEDGE GATE VALVE / SPRINKLER SWIVEL ADAPTER
CONFORMING TO AWWA C—509
STANDARDS r\ | | g~—————DRIP LATERAL PIPING
3 MIL. PLASTIC WRAP o e Oro
WITH TAPED ENDS | /2-INCH MALE I g%ggo Q%%g 3—INCH MINIMUM DEPTH OF
#4 REBAR, TWO BARS WRAPPED OVER gstN_GFAJBoFﬂuCTATn%T VBT 490 INCH 0O~ 05 100 3/4=INCH WASHED GRAVEL
@ \éﬁé\éEKAND SECURED BY CONCRETE INLET % MIPT l g/la\RRDB ,\/I_]ZldbE?_AlN - BRICK <1 OF 2>
). PUC MAINLINE >tk NOTE #1 OUTLET SBE-050 PVC SCH 80 NIPPLE (LENGTH
/ AS REQUIRED, 1 OF 2)
PVC SCH 40 EL
CONCRETE SUPPORT BLOCK é) } ELCE LATERAL PVC SCH 40 STREET EL
USE A MINIMUM OF 3 CUBIC \Q) BVC LATERAL -
— FEET OF CONCRETE x % } 5P
: PVC SCH 40 TEE
1. NOMINAL SIZE OF GATE VALVE TO MATCH NOMINAL MAINLINE SIZE. OR EL TS—PvC sCH 40 TEE SV DRIE MANIFOLD PIPE
2. INSTALL A 4—INCH THICK CONCRETE PAD BELOW VALVE WITH NO. 4 REBAR WHEN OR EL %) 8‘—
USING PUSH—ON TYPE VALVES. R
3. RESILIENT WEDGE GATE VALVE MAY HAVE EITHER MECHANICAL JOINT OR PUSH—ON NOTE: %V'_ﬁ'ﬁcﬁ'PLEE’NGTH: PVC SCH 40 TeRE OR EL
GASKETED ENDS. THE OPERATOR IS A WRENCH NUT. 1. INSTALL SWING JOINT LAY ARM BETWEEN 30° AND 45 OF LATERAL RAIN BIRD MODEL PVC SCH 80 NIPPLE
4. ANCHOR ISOLATION VALVE TO CONCRETE BY BENDING REBAR OVER EACH END OF PIPE IN ORDER TO ABSORB DOWNWARD IMPACT. IF LATERAL PIPE SP—100 (LENGTH AS REQUIRED)
VALVE AND EXTENDING A MINIMUM OF 6—INCHES INTO CONCRETE SUPPORT BLOCK. IS NOT INSTALLED AT SPECIFIED DEPTH, CONSULT ENGINEER PRIOR NOTES:
5. WRAP VALVE ENDS AND BODY IN 3 MIL. PLASTIC PRIOR TO POURING CONCRETE. TO INSTALLATION OF SWING JOINT. 1. INSTALL 4—INCH POP—UP HEIGHT IN TURF AREAS.
6. CONCRETE SUPPORT BLOCK IS TO BE POURED UNDER ISOLATION GATE VALVE. ONLY 2. INSTALL 12—INCH POP—UP HEIGHT IN LANDSCAPED AREAS.
THE BOTTOM OF THE ISOLATION GATE VALVE TO BE IN CONTACT WITH CONCRETE.
7. INSTALL FILTER FABRIC AROUND EXTERIOR OF VALVE BOX. USE DUCT TAPE TO NOTE:
SECURE FABRIC TO PIPE AND VALVE BOX. 1. BRAND VALVE BOX COVER PER SPECIFICATIONS.
8. BRAND VALVE BOX COVER PER SPECIFICATIONS.

7 | ZONE CONTROL VALVE i
4 ISOLATION GATE VALVE ® 5 | POP-UP ROTOR SPRINKLER g | POP-UP SPRAY SPRINKLER ASSEMBLY NTS,
ASSEMBLY NTS. ASSEMBLY NTS. ASSEMBLY NTS. BID DOC UME NTS / /
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